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Abstract
Planar metamaterials, which have incident to normal plane excitation unlike SRR-type structures and that are easily fabricated in
multilayer form, have received great interest in recent years. In this paper, one-dimensional and polarization independent circular
fishnet metamaterials and their equivalent discontinuous slab-pair modeling for tuning resonance frequencies are introduced. After
the numerical and experimental demonstration of the inclusions, the standard retrieval characterization methods and the
correspondent/related backward-wave propagation observation are realized in order to check the physical explanation mentioned
in the paper. In addition, a detailed phase analysis is performed in order to demonstrate the application of the suggested structure as a
phase compensator.
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The phenomenon of artificial engineered metama-
terials that cannot be obtained with naturally occurring
materials was initiated with the theoretical considera-
tion of the negative refraction concept by Veselago [1].
An experimental demonstration of the medium, which
was called as electromagnetic metamaterial, was
realized by using split ring resonators (SRRs) and
continuous wires [2] following the ideas described by
Pendry et al. In these studies, the periodical arrange-
ment of thin wires provides a negative effective* Corresponding author at: TU¨BI˙TAK-ULAKBI˙M, Bilkent, 06539
Ankara, Turkey. Tel.: +90 5324782678.
E-mail address: yusuf.ozturk@tubitak.gov.tr (Y. O¨ztu¨rk).
1569-4410/$ – see front matter # 2012 Elsevier B.V. All rights reserved.
http://dx.doi.org/10.1016/j.photonics.2012.05.013permittivity at frequencies lower than the plasma
frequency of the system [3]. The SRRs, as micro-
structures built from nonmagnetic conducting sheets,
provide a strong magnetic resonance, and exhibit an
effective magnetic permeability [4]. Due to difficulties
with fabrication of SRRs with the resonance frequency
at the visible range and the alignment of the produced
layers for multilayer applications, the introduction of
planar metamaterials were suggested to overcome the
restrictions involving conventional metamaterials [5–
9]. Moreover, split ring resonators are not suitable for
the planar utilization of metamaterials, since the
incident wave has to be parallel to the SRR, which
means that the magnetic field is perpendicular to the
SRR. To satisfy optical magnetism, those alternative
structures of metal-dielectric composites are made up
with a dielectric substrate between parallel metal slabs
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neously. On the other hand, fishnet-type metamaterials
have been gaining wide popularity due to their
polarization-independent characteristics for the near-
infrared [10] and microwave regime [11–15] of the
electromagnetic spectrum. One of the simplified
structures consists of periodical arrays of pairs of short
metal wires and continuous wires offering a potentially
simpler approach for achieving negative index materials
[16]. During the characterization of metamaterials,
retrieval methods have a wide usage in presenting the
effective permittivity and permeability [17,18]. On the
other hand, broadband phase shifters/compensators
[19,20] and left-handed medium (LHM)–right-handed
medium (RHM) resonators [21] are some examples of
potential applications of the metamaterials.
2. Structure definition
In this study, circular fishnet metamaterial (CF-MM),
which is a structure having incident polarization
independence, is investigated. For this purpose, after its
design and fabrication, the structure is measured for
complete behavioral characterization. Polarization inde-
pendence of the structure is due to its symmetric
configuration. A schematic view of the unit cell,
multilayer, and equivalent slab pair forms of CF-MMs
are depicted in Fig. 1. The structure consists of the low-
loss Teflon substrate (with er = 2.16 and loss tangent of
d = 0.0004) with a transparent view, and the highlighted
metal parts (copper) as a PEC layer. Low loss tangent
value is vital for achieving left-handed resonance
behavior, and therefore, FR-4 like substrates are not
suitable for creating CF-MM with the same orcomparable
dimensions. The Teflon layer as a substrate and the copper
layer have thicknesses of t = 1 mm and 20 mm, respec-
tively. The unit cell shown in Fig. 1(a) has complementary
parameters wherein choosing the dimensions asFig. 1. Schematic representation of CF-MMs as (a) unit-cell, (b) multi-la
photography of the fabricated 10  10 cell CF-MM structure.ax = ay = a = 14 mm and the radius r = 0.25  a in turn
would result in fully circular and polarization-indepen-
dent inclusions. The unit cell is replicated nine times in
both x and y directions in order to obtain the whole single-
layer CF-MM structure with 10  10 cells. For the
multilayer deployment of CF-MMs as shown in Fig. 1(b),
the distance between the stacked layers equals az = 2 mm.
The incident EM wave propagates along the z-direction
perpendicular to the E-field (which is parallel to the y-
axis) and the H-field (which is parallel to the x-axis).
First, we investigate the resonance behavior of the
structure in order to develop a simple method satisfying
the desired operation conditions. Taking Fig. 1(c) into
account, the equivalent model of CF-MMs could be
handled as a discontinuous slab-pair or a cut-wire pair
form. Negative dielectric permittivity is easily obtained
with a system of such parallel wires and exhibits Drude-
like plasmonic behavior for the frequencies below
plasma-frequency (vp), while negative permeability in
all these structures creates a strong magnetic resonance
at a frequency v = vm by exciting resonant circular
currents; this basic process can be simulated by an
effective LC-circuit exhibiting a resonance at
vm ¼
ﬃﬃﬃﬃﬃﬃ
LC
p
. Similar to what is identified in [16], the
inductance value L and the capacitance value C can be
computed by using L ¼ m0ðle f f :tÞ=we f f and
C ¼ ere0ðle f f :we f f Þ=4t, where leff and weff are the
effective length and width as depicted in Fig. 1(c), t is
the thickness of the substrate, m0 is permeability in
vacuum, e0 is permittivity in vacuum and er is the
relative dielectric constant of the Teflon substrate.
These equations result in the DNG or LHM magnetic
resonance frequency ( fm) as:
f m ¼
1
2p
ﬃﬃﬃﬃﬃﬃ
LC
p ¼ c0
ple f f
ﬃﬃﬃﬃ
er
p (1)
where c0 is the speed of light in vacuum. According to
Eq. (1), the magnetic-resonance frequency does notyer form of the unit-cells, (c) equivalent slab-pair form, and (d) the
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Fig. 2. Mesh view of the LHM resonance frequencies with respect to r/a and a (a). The results belonging to the discontinuous slab-pair modeling of
CF-MM structure for r = 0.25  a (b).depend on the parameters t and weff. In fact, due to
symmetry, it could be easily stated that the effective
length of the unit-cell must be equal to the effective
width of the unit-cell, namely leff = weff. In this situa-
tion, the thickness (t) is the unique parameter indepen-
dent of fm and only contributes the RHM resonance
frequency. Additionally, the thickness affects the LHM
transmission peak level based on the loss tangent value.
In fact, the resonance values could be calculated by
using a full-wave simulator tool, alternatively. Fig. 2(a)
draws a wireframe mesh using the unit cell length r/a
and the ratio of the radius to the unit cell length a and the
height corresponds to the LHM resonance frequencies
manually selected during simulations. In this study, the
scalability of CF-MMs is verified for wide-range unit-
cell dimensions from 5 mm up to 20 mm and the ratio
from 0.25 to 0.30. On the other hand, the substrate
thickness is kept constant at 1 mm during the scale-up/
down process. As an example, the correspondent LHM
resonance frequencies are between 9.7 GHz and
38.74 GHz for r = 0.25  a. After the simulation
process, the effective length values are calculated by
using the selected frequencies based on Eq. (1). In this
study, we introduce a relationship between the effective
length and the unit cell length with linear approxima-
tion. As shown in Fig. 2(b), we analytically identified
the effective length of the unit cell as leff  0.334a with
a very-good agreement with the simulations for
r = 0.25  a and realized the discontinuous slab-pair
modeling of CF-MMs. The effective lengths of other
unit cells (which are designed for different r/a values)
can be computed via Eq. (1) inserting new resonance
frequencies fm. By means of such a model as a design
guideline, for a fixed r/a ratio, it is now possible to tune
the resonance frequency to the desired region in the
electromagnetic spectrum analytically. Additionally,availability of this technique is tested and verified for
the squared-type fishnet metamaterials introduced in
[14].
The metamaterial is designed and characterized by
using the commercial software package, CST Micro-
wave Studio. Fig. 3 shows the qualitative analysis of
CF-MM structures in the backward and forward
propagation cases. In Fig. 3(a), from the top view of
the unit cell (yz-plane), it is clear to observe the omitted
fringing electric field intensities; whereas Fig. 3(b)
holds those values along the circular sides of the unit
cell. As a physical explanation, we focused on the
relationship between the electrical permittivity er and
the electric polarization P with the basic formula of
D = e0E + Pe = (1 + xe)e0E. For xe <  1 case, er
becomes negative, satisfying the homogenization
subwavelength conditions. This causes the electric
polarization P to overcome the electric flux density
term, which is e0E. The same approach can be used in
order to analyze the relationship between the effective
magnetic susceptibility xm and the magnetic flux
density B with the second complementary formula
B = m0(H + Pm) = (1 + xm)m0H. The cancellation of the
horizontal electric field components produced by
circular slots and the corresponding anti-parallelism
in the surface currents are shown in Fig. 3(a) and (c),
respectively. On the other hand, the fringing electric
fields and the relevant parallel surface currents are
depicted in Fig. 3(b) and (d). In this study, the
longitudinal (z-directed) TE or TM electromagnetic
field is excited such that az l (the operating
wavelength) takes place during the whole characteriza-
tion process. The CF-MM type structure has uniaxial
properties (one-dimensional) and this limitation is
satisfied with az = l/11.5  l/7.5. To sum up, the
magnetic field perpendicular to the electric field at every
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Fig. 3. Top view of the calculated electric field intensity values (E) in V/m for LHM (in (a)) and RHM (in (b)). At the bottom (in (c) and (d)), the
corresponding surface currents in A/m are presented. The PEC parts of the structures are presented with full transparency for better visualization.point in space has the impact of creation of a circular
field surrounding the necks of the structure for RHM
investigation. In this situation, the magnetic field in the
apertures of the structure consisting of only dielectric
layer has negligible importance. On the other hand,
cancellation of the fringing electric field yields in
comparable magnetic field around the apertures. This
vanishes the circularity of the magnetic field surround-
ing the necks of the structure. Under these homogenized
medium conditions, surface currents show a continuous
movement along the unit cell sheets for the LHM
region, and a reversal discrete behavior in the RHM
region.
The standard retrieval procedure [17] was imple-
mented before the CF-MM structures were manufac-
tured and measured. For this purpose, a unit-cell is
employed along the z-direction; the effective permit-
tivity and permeability values were then derived from
the magnitudes and phases of the transmission/
reflection coefficients (S21 and S11) of a single-layer
CF-MM seen in Fig. 4(a). As shown in Fig. 4(b), the
double negative (DNG) region is created by the negative
permeability boundaries of 13.75–14.1 GHz, which is
due to the availability of the negative permeability for
the entire frequency range below the plasma frequency
(vp) originating from Drude like plasmonic behavior
eðvÞ ¼ 1  v2p=v2. The double positive (DPS) medium
is located in a relatively wider bandwidth according tothe DNG medium above 19 GHz. Under the conditions
Re(e) < 0 and Re(m) < 0, which hold for the frequency
interval of 13.75–14.1 GHz, LHM behavior is expected.
However, there is another factor affecting electromag-
netic wave propagation in the +z or z direction; the
imaginary parts of the refractive index. It is clear to
identify that the imaginary parts attain zero-value for
the resonance frequencies of the LHM and RHM
regions, centered at 13.8 and 19.5 GHz. By combining
all the information, we expect a band spectrum narrower
than a 13.5–14.1 GHz interval. For different designs
needing a wider DPS interval, one should either
increase the unit cell radius, or use the multilayer form
of the CF-MM inclusions.
3. Experimental results
The experiments are performed in free space and at
room temperature by using two standard-gain horn
antennas. The distance between the antennas was kept
fixed at 30 cm, and the specimen (unit cell) was located
at the center. First, a TRL calibration procedure was
implemented on the network analyzer in order to
eliminate the environmental noises. After the free-space
calibration, the transmission spectra and phase spectra
have been measured at the same position.
The measured and calculated transmission and
reflection characteristics of the CF-MM medium are
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Fig. 4. (a) The computed magnitudes and phases of the scattering parameters (jS11j, jS21j, ArgS11, ArgS21) used for the retrieval analysis. (b) The
retrieved effective parameters for the CF-MMs. The solid blue and dashed red lines show the real parts of the refractive index (n), the relative
permittivity (er), and the permeability (mr). (For interpretation of the references to color in this figure legend, the reader is referred to the web version
of the article.)displayed in Fig. 5. The data show compatibility with
the outputs of the standard retrieval procedure as
depicted in Fig. 4; where the first resonance frequency
for the LHM is observed at 13.8 GHz, and the second
resonance frequency for the RHM takes place at
19.2 GHz. For this type of metamaterial, there are
basically three mechanisms resulting in undesired
losses. The loss-tangent value of the dielectric substrate
has a strong effect on the peak value of LHM resonancefrequency. A small amount of degradation from the
ideal value causes attenuation for the peak values of the
very narrow LHM band. The best measurement for the
LHM resonance in our experiment equals to 4.8 dB.
The second loss mechanism related to the RHM
resonance frequency is the thickness of imperfect
conductors, which are modeled as PEC during the
simulations. Increased metal thickness results in a loss
in the RHM resonance peak value; and a metal thickness
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Fig. 5. Calculated (red solid curve) and measured (blue dashed curve) transmission and unwrapped phase spectra values for single-layer CF-MM in
a and b, respectively. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of the article.)less than 20 mm shifts the RHM resonance location to
lower frequency values. As a result, it is highly probable
that the fabricated specimen has a loss tangent value
greater than 0.0004, and a metal thickness less than
20 mm due to various uncontrollable effects such as
corrosion. On the other hand, the measured phase
spectra are compatible with the calculated phase spectra
in the characteristic features except for an offset value.
We observed phase advance behavior in the LHM
region and linear phase lag in the RHM region. In
comparison to the RHM phase lag, the phase advance
occurs in a more steeper and narrow shape based on
what is depicted in the retrieval values of n.
4. Theoretical multilayer phase analysis
of CF-MMs
We finally analyzed the transmitted phase of CF-
MMs in order to investigate the change in the phase
velocities for the multi-layer form of the structure. As
expected, the medium with e < 0 and m < 0 shows a
phase advance rather than a phase lag for the ordinary
materials. Thus, the more layers of the negative index
material, the more phase advance exists in the LHM
region as well as the more phase lag in the RHM region.
The index of refraction (in terms of wavelength, phase
shift, and the length-change of the material in the
propagation direction) is given by [22]:
n ¼ Df
DL
l
2p
(2)
Before the implementation of Eq. (2), we performed
a pre-processing study to obtain the absolute phase shift
that is defined as the phase difference in the calculated
phase value for port-to-port and the air-layer betweenthe ports. This relationship is defined in Eqs. (3a) and
(3b):
Dftotal ¼ jn1jk0d1  n2k0d2 (3a)
Dftotal ¼ DfCF-MM  Dfair (3b)
where n1 and d1 denote the refractive index and the
material thickness of CF-MMs, respectively. On the
other hand, n2 and d2 represent the refractive index and
the thickness of the air between the ports used for
transmitter and receiver devices, where n2 = 1 mm
and d2 = 30 mm. It should be noted that, for specific
applications, in order to decrease the thickness (namely
the d2 value), another material having refractive index
value more than unity could be used.
At first glance, Fig. 6(a) seems to be a little bit
confusing if one makes a connection between these
phase spectra and the results of the standard retrieval
procedure or the transmission spectra depicted in Fig. 4.
First of all, the backward wave propagation starts from
13.5 GHz, a dip point in the transmission spectra, and
continues up to the resonance frequency. Similar to the
LHM region, the forward propagation mechanism is
produced by passing the second dip value near to
14.2 GHz with maximum attenuation behavior. As a
result, the phase analysis studies give us an opportunity
to identify the boundaries of the LHM and RHM regions
clearly.
Phase compensators are designed to perform the
partial or complete removal of phase shift of electro-
magnetic wave propagating through a structure contain-
ing both positive and negative refractive index material.
One of the simplest structures to achieve this kind of a
device is the combination of two-sequential slabs
containing LHM and RHM media in each slab
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Fig. 6. Unwrapped transmitted phase spectra belonging to the multi-layer CF-MMs with r/a = 0.25 (in a) and r/a = 0.33 (in b). The inline picture
represents a closer look at the transition between the LHM and RHM regions.simultaneously. Focusing on Eq. (3a), the thicknesses of
each slab depend on the refractive index value of the
other slab expressed as |n1|/n2 = d2/d1. However, by
taking the previous works into account, we introduce
some difficulties during the implementation of this
relationship. In Fig. 6(a), a nearly constant phase shift/
difference could be handled for every additional layer at
a fixed frequency above 19 GHz; whereas, it is not
possible for the LHM slab in the 13.75–14.1 GHz
regime. The main reason for this problem is the
decrease of the negative refractive index value obtained
from the thicker LHM slab. In previous studies, this
change of the negative refractive index was explained
with a Figure of Merit (FOM) expressed as FOM =
|Re(n)|/Im(n). The equilibrium state between the slab
thickness and the negative refractive index causes a
relatively small phase difference in comparison with the
RHM slab.
On the other hand, we deployed a different
configuration of CF-MMs as depicted in Fig. 6(b).
The change in the r/a value not only shifts the resonance
frequency ( fm) up to 14.6 GHz, but also affects the
dispersion characteristics of the structure. The config-
uration with r/a = 0.25 (having a band-stop behavior
between the LHM and RHM regions) results in an
unmatched case for transmission line modeling,
whereas the other configuration with r/a = 0.33 shows
a matched behavior or a direct transition between the
LHM and RHM regions at 14.8 GHz. By taking this
detail into account, the systematic characterization
process outlined in this paper can be applied to different
versions of CF-MMs.
5. Conclusion
In summary, we designed and fabricated a circular
fishnet-type negative refractive material and performedexperiments to observe the exact and real behavior of
our structure. The simulation with full-wave analysis
and experimental results for the scattering parameters
(S21 and S11) show good agreement with acceptable
frequency shifts. In this paper, a direct relationship
between anti-parallel surface currents and the cancella-
tion of the fringing electric field strength is explained in
order to clarify the physical mechanism behind the
negative refraction phenomenon. In addition, an
equivalent discontinuous slab-pair modeling for this
type of metamaterial is proposed in order to describe a
guideline for tuning the resonance frequency while the
sub-wavelength criterion is being considered. More-
over, we realized a detailed phase analysis for the
complete-regime of the implementation by making a
cross-examination of our results and previous studies.
The backward and forward propagation behavior has
been observed as a successful implementation of the
stacked multilayer form of CF-MMs.
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